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Federal Communications Commission 
Radio Frequency Interference Statement 


Warning: The equipment described herein has been 
certified to comply with the limits for a Class B 
computing device, pursuant to Subpart J of Part 15 
of FCC Rules. Only peripherals (computer 
input/output devices, terminals, printers, etc.) 
certified to comply with the Class B limits may be 
attached to this computer. Operation with non- 
certified peripherals is likely to result in interference 
to radio and TV reception. 


All cables used to connect to peripherals must be 
shielded and grounded. If the cables between the 
computer and the peripherals are not shielded and 
grounded, interference to radio and TV reception 
may result, 


User Instructions 


This equipment generates and uses radio frequency energy and if 
not installed and used properly, in strict accordance with the 
Getting Started guide, the reference manual, the installation guide, 
and the service manual, can cause interference to radio and 
television reception. It has been type tested and found to comply 
with the limits for a Class B computing device in accordance with 
the specifications in Subpart J of Part 15 of FCC Rules, which are 
designed to provide reasonable protection against such interference 
in a residential installation. If this equipment does cause 
interference to radio or television reception, which can be 
determined by turning the computing equipment off and on, you 
are encouraged to try to correct the interference by one or more of 
the measures listed on the following page. 


@ Reorient the receiving antenna. 
@ Relocate the computer with respect to the receiver. 
@ Move the computer away from the receiver. 


@ Plug the computer into a different outlet so that the 
computer and receiver are on different branch circuits. 


@ Move the cables connected to the computer to minimize the 
interference. 


@ Tighten all screws on cables and the computer housing. 


© Install blank panels (originally supplied with the computer) 
in all unused card slots. 


@ Use shielded and grounded cables if other cables, not 
provided by AT&T, are needed. 


If necessary, you should consult the dealer or an experienced 
radio/television technician for additional suggestions. You may 
find the following booklet prepared by the Federal 
Communications Commission helpful: 


“ How to Identify and Resolve Radio-TV Interference Problems." 


This booklet is available from the U.S. Government Printing 
Office, Washington, DC 20402, Stock No. 004-000-00398-5. 
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Introduction 


Welcome 


Your new AT&T Personal Computer 6300 PLUS offers you both 
the flexibility of MS-DOS (Microsoft Disk Operating System) and 
the power of the UNIX Operating System. MS-DOS efficiently 
handles your information and lets you run thousands of 
commercially available programs. The UNIX Operating System 
gives you multiuser and multitasking capabilities and has the 
added advantage of being easy to use. 


With the AT&T Personal Computer 6300 PLUS, you have power at 
your fingertips! 


Introduction 


General Information 


The steps in this installation guide show you how to quickly 
unpack and install your AT&T Personal Computer 6300 PLUS. 
The only tool you will need to install your computer is a small, 
flat-bladed screwdriver. 


Before you begin to unpack your PC 6300 PLUS, you should take 
note of the following: 


@ Save all the packing materials. If you ever move your 
computer or return it for repair, place each part back into 
its original box using the polystyrene packing. This will 
ensure the safety of your computer during transit. Tips on 
moving your computer can be found in Appendix A, “Moving 
Your Computer” of Getting Started With Your AT&T 
Personal Computer 6300 PLUS. © 


@ Avoid placing your computer where it will be 
exposed to direct sunlight. Prolonged exposure to direct 
sunlight can damage your computer by overheating it. 


Unpacking Your 
aa Computer 
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Unpacking Your Computer 


Unpacking the Main Unit 


To unpack the main unit: 


1 Open the largest of the three boxes. 


@ 


Q, Remove the ac power cable along with its cardboard 
enclosure. 
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Unpacking Your Computer 


8 Carefully remove the main unit from the box. 


4 Remove the polystyrene packing from the sides of the main 
unit. 
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Unpacking Your Computer 


5 Remove the protective plastic from the main unit. 


6 Place the main unit on a desk or table. 
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Unpacking Your Computer 


Unpacking the Display 


To unpack the display: 


|. Open the medium-sized box. 
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Unpacking Your Computer 


Remove the polystyrene packing from the sides of the 
display. 


Unpacking Your Computer 


5 Place the display on top of the main unit or system module. 
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Unpacking Your Computer 


Unpacking the Keyboard 


To unpack the keyboard: 


] Open the small, rectangular box. 


Unpacking Your Computer 


& 


3 Remove the polystyrene packing from the sides of the 
keyboard. 


4. Remove the protective plastic from the keyboard. 
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Unpacking Your Computer 


5 Place the keyboard in front of the main unit. 


Adjust the keyboard to the desired height using the legs 


located underneath the keyboard. 


6 
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Installing Your Computer 


Connecting the Cables 


On the back of the main unit are several connectors, often called 
ports. You will use these ports to connect the cables of the main 
unit, display, and keyboard. These ports can also be used to 
connect options to your AT&T Personal Computer 6300 PLUS. 
This section shows you how to connect the cables of your PC 6300 
PLUS. 


ON- ore oS 


INPUT acts 
OUTPUT AC ar SERIAL 
KEYBOARD PARALLEL 
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Installing Your Computer 


To connect the cables of your PC 6300 PLUS: 


| Insert the end of the keyboard cable into the port labeled 
KEYBOARD. Fasten the screws. 


SS = 


2 Insert the end of the display cable into the port labeled CRT. 
(If you have a color display, insert the end of the cable into 
the port labeled OUTPUT AC.) Fasten the screws. 


Installing Your Computer 


3 _ Insert the female end of the ac power cable into the port 
labeled INPUT AC. 


4. Plug the male end of the ac power cable into a 115-V ac 60- 
Hz grounded wall outlet. 
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Installing Your Computer 


Preparing the Diskette Drive for Use 


. 


The following steps will help you to prepare the diskette 
drive for use. 


1 The lever on your diskette drive should be pointing down (in 
the closed position) when you receive your computer. Turn 
the lever up in a counterclockwise motion to the open 
position. 


Warning: Do not try to force the lever to the 1 
closed position when a diskette is not present 
in the drive. This could damage the lever. 
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Installing Your Computer 


2 Remove the cardboard sheet from the diskette drive. If you 
have two diskette drives, repeat Steps 1 and 2 for the second 
drive. 


Note: Be sure to save the cardboard sheet. It 
is important that you reinsert the cardboard sheet 
into the diskette drive and turn the lever to the 
closed position anytime you move your computer. 
This will protect the drive heads from damage. If 
you have two diskette drives, save both pieces of 
cardboard and reinsert them into the drives when 


e you move your computer. 


Installing Your Computer 


Follow the steps listed below to turn on your computer. 


] Turn on the computer. The ON-OFF switch is located above 
the INPUT AC port on the back of the main unit. 


Turning On Your Computer 


After a few seconds, your screen should look similar to this: 


Resident Diagnostics 


Vers 1.0 


cpu (1286) 
ROM Module 
DMA Timer 

DMA Control 
Interrupts 
S12 kb RAM 
RT Clock 


Pass 
Pass 
Pass 
Pass 
Pass 
Pass 
Pass 


If Fail appears after one or more of the tests, something 
could be wrong with your computer. Turn it off and contact 
your AT&T Personal Computer Dealer or your AT&T Service 


Center. 


e 


) 


Installing Your Computer 


2 Adjust the brightness and contrast of the screen for comfort 
and readability. The brightness control is located just 
underneath the left side of the screen and the contrast 
control is located just underneath the right side of the 
screen. 


& BRIGHTNESS CONTRAST 


Installing Your Computer 


If your screen remains dark: 
1 Turn off the computer. 
2 Check all of the cable connections. 
8 > Check the wall outlet to make sure there is power. 


If the cable connections are correct and the wall outlet seems to be 
in working order, turn on the computer again. 


If your computer still does not appear to be working properly, turn 
it off and contact your AT&T Personal Computer Dealer or your 
AT&T Service Center. 


3-10 


@ 


Installing Your Computer 


Where Do You Go From Here? 


Now that you have your computer set up and ready for use, remove 
the Tutorial Diskette for the AT&T Personal Computer 6300 PLUS 
from the back of the Getting Started With Your AT&T Personal 
Computer 6300 PLUS binder. This tutorial diskette will help you 
become acquainted with your PC 6300 PLUS and its operating 
systems. It is easy to use—simply load it and follow the 
instructions as they appear on your screen. 


Notice that instructions for loading the diskette are printed on the 
diskette jacket. These instructions tell you to insert the diskette 
into Drive A (the bottom diskette drive) of your computer and to 
then turn on your computer. At this point, however, your 
computer should already be turned on, so insert the diskette into 
Drive A and press the reset button. The tutorial will begin and 
will be self-explanatory from there. 


To learn more about how to load and use your operating systems 
and applications software, see Getting Started With Your AT&T 
Personal Computer 6300 PLUS. 
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Connecting a Printer 


General Information 


This section describes the procedure for connecting a printer to 
your AT&T Personal Computer 6300 PLUS. Since the procedure is 
general, you will need to refer to the documentation that came 
with your printer for specific information, such as where the DIP 
switches are located on your printer and how to set them. 
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Connecting a Printer 


Connecting a Parallel Printer 


Cable Description 


The cable you need to connect either a daisy-wheel or dot-matrix 
parallel printer to your PC 6300 PLUS usually comes with the 
printer when you buy it. It should have a male, 36-pin Centronics 
plug on one end and a male, 25-pin, subminiature D-type plug on 
the other. 


Don’t panic if you can’t tell which is the 36-pin plug and which is 
the 25-pin plug. The plugs are not interchangeable, which means 
you cannot insert the 36-pin plug into the port (or connector) that 
the 25-pin plug should be connected to and vice versa. 


Procedure 


The steps below show you how to connect your parallel printer to 
the PC 6300 PLUS. 


] Unpack your printer following the steps listed in your 
printer documentation. 


2, Install the ribbon cassette and paper as shown in your 
printer documentation. 


8 Make sure the ON-OFF switch of the printer is OFF. 


4 Set the DIP switches on your printer. Refer to your printer 
documentation for information on how to set them. 


Connecting a Printer 


5 Connect the ac power cable to the printer. 


@ If your printer does not have a self-test feature, go 
to Step 6. 


@ If your printer has a self-test feature, connect the ac 
power cable to a grounded wall outlet and initiate 
the self-test by following the instructions in the 
printer documentation. When the self-test is 
completed, turn the printer off and disconnect the 
power cable from the wall outlet. 


6 _ Insert the 25-pin, D-type plug into the port labeled 
t ) PARALLEL on the back of the main unit of your computer. 
" Fasten the screws. 


"7 Insert the 36-pin plug into the parallel port of your printer. 
Press the two wire retaining clips together until you hear 
them click into the slots on either side of the plug. 


8 Connect the ac power cable to a grounded wall outlet. 


Connecting a Printer 


Where Do You Go From Here? 


For information on how to install other hardware options such as 
expansion cards, memory boards, or an 80287 Numeric Processor 
Extension, see Appendices B, C, and D of Getting Started With 
Your AT&T Personal Computer 6300 PLUS. 


Before you can use your parallel printer with the UNIX Operating 
System, you have to identify it to your PC 6300 PLUS. Chapter 5, 
“System Administration” of the UNIX System V Release 2.0 
Operations Guide—AT&T Personal Computer 6300 PLUS shows 
you how to do this. After your printer has been identified to your 
computer, you can print your files by using the lp command. 
Information on this command can be found in Chapter 9, “Line 
Printer Spooler Administration” of the Operations Guide. 


With MS-DOS, it is not necessary to set up your parallel printer. 
Once the cables of your printer have been properly connected, you 
can print your files using the PRINT command. The correct 
usage of this command is covered in Chapter 5, “MS-DOS 
Commands” in the MS-DOS by Microsoft User's Guide—AT&T 
Personal Computer 6300 PLUS. 
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Connecting a Serial Printer 


Cable Description 


The cable you need to connect a serial printer to your PC 6300 
PLUS usually comes with the printer when you buy it. It should 
have a female, 25-pin, subminiature D-type plug on one end. The 
other end should also have a 25-pin, subminiature D-type plug, but 
it can be either male or female depending on the type your printer 
requires. 


Procedure 


The steps below show you how to connect your serial printer to 
your PC 6300 PLUS. 


1 Unpack your printer following the steps listed in your 
printer documentation. 


2, Install the ribbon cassette and paper as shown in your 
printer documentation. 


3 Make sure the ON-OFF switch of the printer is OFF. 


4. Set the DIP switches of your printer. Refer to your printer 
documentation for information on how to to set them. 
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Connecting a Printer 


5 Connect the ac power cable to your printer. 


@ If your printer does not have a self-test feature, go 
to Step 6. 


e@ If your printer has a self-test feature, plug the ac 
power cable into a grounded wall outlet and initiate 
the self-test by following the instructions in the 
printer documentation. When the self-test is 
completed, turn the printer off and disconnect the 
power cable from the wall outlet. 


6 Insert the female end of your cable into the port labeled 
SERIAL on the back of the main unit. Fasten the screws. 


al 


Insert the other end of your cable to the serial port of your 
printer Press the two wire retaining clips together until 
you hear them click into the slots on either side of the plug. 


8 Connect the ac power cable to a grounded wall outlet. 


48 


Connecting a Printer 


Where Do You Go From Here? 


For information on how to install other hardware options such as 
expansion cards, memory boards, or an 80287 Numeric Processor 
Extension, see Appendices B, C, and D of Getting Started With 
Your AT&T Personal Computer 6300 PLUS. 


Before you can use your serial printer with the UNIX Operating 
System, you have to identify it to your PC 6300 PLUS. Chapter 5, 
“System Administration” of the UNIX System V Release 2.0 
Operations Guide—AT&T Personal Computer 6300 PLUS shows 
you how to do this. After your printer has been identified to your 
computer, you can print your files by using the lp command. 
Information on this command can be found in Chapter 9, “Line 
Printer Spooler Administration” of the Operations Guide. 


Before you can use your serial printer with MS-DOS, you must 
identify it to your PC 6300 PLUS by using the ACI (Asynchronous 
Communications Interface) Port Option of the MODE command. 
You then have to redirect your output (or files) to the printer by 
using another version of the MODE command, called the Redirect 
Option. After your printer has been identified and your output 
has been redirected, you can print your files using the PRINT 
command. Information on these commands can be found in 
Chapter 5, “MS-DOS Commands” of the MS-DOS by Microsoft 
User’s Guide—AT&T Personal Computer 6300 PLUS. 
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